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Universal Weld-On Hook - UKN

Quality 
• Forged alloy steel.

• Hardened and tempered.

Clear markings
• Country of origin.

• Traceability code.

• Model and size.

Prepared for welding
• Base plate prepared for

welding.

High durability
• Forged.

• Rated with a 5:1 safety factor.

100% proof-loaded
• Every hook is individually proof-loaded

at 3 x WLL.

Heavy duty latch 
• Latch with handles for easy opening.

• Hardened and tempered.

Pin & spring 
• Spring protection.

• Hardened and tempered hinge pin.

• Stainless steel spring.

* Welding plate slightly curved

** Design factor 5:1

Stock No. Code
WLL

metric 
tonnes**

Dimensions (mm)
Weight 

(kg)B G H K L A X

Z1002560 UKN-0.75* 0.75 20 13 20 19 81.5 5 56 0.2

Z6511810 UKN-1* 1.0 27 17 25 25 95 6 72 0.6

Z7009060 UKN-2* 2.0 33 20 30 30 114 8 86 0.9

Z6455730 UKN-3 3.0 30 23 32 35 132 10 105 1.3

Z6521160 UKN-4 4.0 30 29 38 42 140 11 114 2.0

Z6455800 UKN-5 5.0 34 30 47 45 165 12 131 3.2

Z6515390 UKN-8 8.0 34 40 51 50 172 13 133 3.6

Z6456030 UKN-10 10.0 47 43 58 55 220 14 170 8.2

Z1007850 UKN-15 15.0 55 50 67 60 240 15 188 9.8

Z1007851 UKN-20 20.0 65 60 85 60 275 15 207 12.4

Fulfills requirements in: EN 474-1.
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